
COMBI 407 with 221 Connectors

Pull the lever up, insert a conductor 
and push the lever back down – done. 
The 221 Series Lever Connectors 
easily, quickly and safely connect solid, 
stranded and fine-stranded conductors 
ranging from 0.14 to 4mm².

221 - 413 Connector

The COMBI 407, offering IP66/67 
protection, 7 x 20mm threaded 
membrane entries and 1 x 25mm 
knockout.  This robust enclosure 
is perfect for outside requirements 
including LED lighting and CCTV 
systems.

COMBI 407

The iconic COMBI® 407 Junction Box from WISKA now 
complete with WAGO 221 connectors.  
WIN WIN!
 
“Time and time again contractors kept commenting that they 
loved using our COMBI® Junction Boxes with the 221 series 
connectors” comments Terry Boswell, WISKA Sales Office 
Manager “So, we decided to offer them just that!  Win, Win for 
everyone.”  

Other technical data on request / Subject to modifications and amendments

38

P
L
A

S
T

IC
 

C
A

B
L
E
 

G
L
A

N
D

S

TA
IL

S

K
IT

S

T
K

S
 3

2

A
N

D

M
E

M
B

R
A

N
E
 

E
N

T
R

IE
S

V
E

N
T

IN
G

B
R

A
S

S

A
N

D

S
TA

IN
L
E

S
S

 

S
T

E
E

L

E
M

C
B

R
IT

IS
H

S
TA

N
D

A
R

D

B
W

 / C
W

W
IB

IN
D

U
B

O
X

A
N

D

W
D

B

C
O

N
N

E
C

T
O

R
S

L
E

D
JO

Y
S

H
A

R
K

S
IX

E
IG

H
T

S
E

R
IE

S

R
E

S
IL

C
L
A

S
S

IC

S
H

A
R

K

S
E

R
IE

S

G
E

L
S

C
O

M
B

I

A
N

D

JU
N

C
T

IO
N

 

B
O

X
E

S

A
LU

M
IN

IU
M

 

B
O

X
E

S

S
H

E
L
L
B

O
X

S
U

B
M

A
R

IN
E

R
E

S
IN

JO
IN

T
S

COMBI, COMBI 407 with 221 Connectors: Win, Win

Junction Boxes and Enclosures



Connectors   3 x 221Connectors
Terminals/poles  3-pole
Voltage  450V
Ampere  32A
Clamping range   0.14 - 4mm²
Accepted cabled   solid/ stranded/ fine-stranded

L w c  z

 Black Light Grey White �
COMBI 407/WW/3221 10109673 10109674 10109675 1

Protection Class  IP66/67
Material   Polypropylene, Gasket: TPE
Dimensions  95 x 95 x 60mm
Glow wire test  750 °C
Temperature range  -30 °C - 100 °C
Advice   7 x 20mm threaded entries / 
  1 x 25mm knockout 
 

w c  z

COMBI 407/WW (Light Grey)COMBI 407/WW (Black)

COMBI 407/WW (White)

COMBI 407

221 - 413 Connector

NEW

Other technical data on request / Subject to modifications and amendments
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COMBI, COMBI 407 with 221 Connectors: Win, Win

Junction Boxes and Enclosures




